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LOW VOLUME IRRIGATION

APPLICATIONS
This micro-spray with full circle pattern is shipped ready 

plants, etc.

FEATURES

APPLICATIONS
These sprays have a uniform emission pattern to 

FEATURES

distribution

SPECIFICATIONS
Pressure: 0.5 to 2.5 bar
Flow: 0 to 130 l/ h
Radius:

XS-90, XS-180, XS-360 SERIES

MODELS

PERFORMANCE

MODEL

spike 

JET SPIKE 310-90, 310-180, 310-360

MODELSAPPLICATIONS

plants. 

FEATURES

SPECIFICATIONS
Pressure : 0.5 to 2.5 bar
Flow: 0 to 130 litres/hour

PERFORMANCE

XS-360TS-SPYK

installation into 13-16 mm tubing

SPECIFICATIONS
Pressure: 1 to 2.0 bar  bar m l/h

 1,0 0-1,4 0-64
 1,5 0-1,8 0-78
 2,0 0-2,0 0-90

 XS-90 XS-180 XS-360
 bar m l/h m l/h m l/h
 0,5 0-1,5 0-53 0-1,9 0-53 0-2,5 0-53
 1,0 0-2,4 0-78 0-2,4 0-78 0-3,4 0-78
 1,5 0-2,9 0-98 0-3,0 0-98 0-4,1 0-98
 2,0 0-3,1 0-115 0-3,2 0-115 0-4,1 0-115
 2,5 0-3,3 0-130 0-3,4 0-130 0-3,6 0-130

  90° 180° 360° 
 bar m l/h m l/h m l/h  
 0,5 0 – 1,7 0 –58 0 – 1,9 0 –58 0 – 2,5 0 –58 
 1,0 0 – 2,5 0 – 82 0 – 2,3 0 – 82 0 – 3,4 0 – 82 
 1,5 0 – 2,9 0 – 101 0 – 2,7 0 – 101 0 – 3,9 0 – 101 
 2,0 0 – 3,2 0 – 117 0 – 3,0 0 – 117 0 – 4,1 0 – 117
 2,5 0 – 3,5 0 – 130 0 – 3,3 0 - 130 0 – 4,2 0 – 130 


